
Traction Elevator
Wide Orientation - Front Door Only

Standard Available Sizes

910
1134
1365
1587

Capacity
(kg)

2264
2540
2540
2540

W
(mm)

-
-
-
-

D*
(mm)

2036
2036
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2346

D
(mm)

1726
2032
2032
2032

IW
(mm)

1300
1300
1406
1610

ID
(mm)

914
1067
1067
1067

O
(mm)

1675
1675
1675
1675

RO
(mm)

· For Seismic Applications, Consult Delta Elevator for Increased Dimension "W"
· Clear Overhead Based Upon 2438mm Car Canopy
· Add 305mm to Clear Overhead for Every Car Canopy Increase of 152 to 305mm
· Above 30 Stories, Consult Delta Elevator Regarding Design Options

Hoisting
Beam

DELTA ELEVATOR CO. LTD.
509 MILL ST.
KITCHENER, ON
N2G 2Y5
PHONE: (519 ) 745-5789
FAX: (519 ) 745-7587

Cap
Speed

0.75 - 1.0 m/s

>1.0-1.75 m/s

1626 mm

1676 mm

910-1587 kg

Pit Depth

910-1587 kg

Overhead

4500 mm

4675 mm

Centre Opening

Left Hand Opening Shown
Right Hand Opposite
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(See Table)
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